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1. INTRODUCTION

Since its foundation in 1981, Steve Vick International has been at the leading edge of trenchless techniques

for the repair and renovation of underground gas distribution pipes.

In the UK, we are a major supplier to the gas distribution networks and many of our techniques have

become accepted practice in the industry. We constantly seek to provide our customers with renewal

methods which will minimise their costs and maximise their production.

The company has been supplying pipe handler equipment to the water utilities and their contractors for

over 20 years. More recently we have entered the market with pipe cutting equipment and our sealant

technology has been successfully adapted for use in the waste water sector.

In 2014 the company relocated and can be found at:

Steve Vick International Ltd

Treenwood Industrial Estate

Bradford on Avon
Wiltshire
BA15 2AU

Phone: +44 (0)1225

864 864

Email: info@stevevick.com

Website: stevevick.

Social Media: #stev

com

evick
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2. PRODUCT DESCRIPTION

The single-axle 125 trailer handles coils of PE with a pipe diameter from 40mm to 160mm.

Figure 1: Rear View

2.1 TRAILER HIGHLIGHTS

Figure 2: Side View

Conforms to Gas Industry Standards Specification
for Polyethylene Pipe Coil Trailers (GIS E-49)

Conforms to VCA—Vehicle Type Approval

Able to handle large range of coil sizes from 63mm
to 125mm

Meets all current UK and EU legislation

Uncoiling is easy due to the carousel allowing a

smooth rotation of the coil

Coilis quickly and easily loaded using suitable

lifting equipment

Coil fully restrained by radial arms and rollers at all

times and pipe never rubs against trailer frame

Central drum prevents pipe pull through during

dispensing

Avoids possibility of coil 'springing' - a danger to

people and property

Pipe guide anchors pipe for travel and controls PE

pipe asitis dispensed

Inner coil end is held firmly in place until the last
part of the coil is dispensed by use of pipe end

clamp and ratchet strap

All loading and dispensing procedures are carried
out from ground level with no need for operatives to

step or climb above the anti-slip plates

New models are galvanised as standard

Built-in LED road lighting supplied as standard

Auto reverse brakes fitted as standard

Rear gate/bar locking mechanism requires no
climbing onto trailer in line with working at height

regulations
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2.2 TRAILER FEATURES

Drum

Bar (8 of) Drum Bar
Locking Bolt

Carousel

Main Frame Wheel (2 of) Rear Gate

Prop Stand (2 of)

Carousel Locking
Bottom Rollers

Bolt (2 of)
(2 sets)
Handbrake

Towing Head Jockey Wheel
and Handle

Figure 3: Key feature of the 125 Coil Trailer
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3. SPECIFICATION

MAXIMUM COIL LENGTH

PIPE DIAMETER* COIL LENGTH
40mm up to 75mm SDR11 or SDR13.6 up to 250m
90mm SDR17.6 up to 200m
110mm SDR11 or 17.6 up to 150m
125mm SDR11 or 17.6 up to 150m
140mm SDR17.6 up to 100m
160mm SDR17.6 up to 100m
MAXIMUM COIL DIMENSIONS
MAXIMUM COIL O/D 3.3m
MAXIMUM COIL I/D 0.8m
MAXIMUM COIL WIDTH 1.0m
TRAILER DIMENSIONS
UNLOADED LOADED WITH 4.1M.
O/D COIL
OVERALL LENGTH 4.5m 4.5m
OVERALL WIDTH 2.3m 2.3m
OVERALL HEIGHT 3.2m 3.7m

TRAILER WEIGHTS

UNLADEN DESIGN WEIGHT 800kg
MAXIMUM GROSS WEIGHT 1700kg
MAXIMUM PAYLOAD 900kg

* Refer to PE Pipe manufactures guide to weights of coils, paying attention to the SDR rating, length and
size of coil. Ensure lifting equipment, for example straps and hooks are rated, certified and within specified

date and the weight of the coil is under the SWL for the mechanical lifting equipment being used.

Vehicle Type Approval (VCA)

The 125 Trailer has Vehicle Type Approval. VCA is the designed UK Approval Authority and Technical Ser-
vice for type approval to all automotive European Community (EC) Directives and the equivalent United
Nations Economic Community for Europe (ECE) Regulations. Vehicle Type Approval is the confirmation

that production samples of a design will meet specified performance standards.
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4. SAFETY AND PRECAUTIONS

4.1 PREPARATION PRIOR TO LOADING

The following PPE must be worn at all times:

|l

4.2

mo o w >

Eye protection

Hard hat

High visibility jacket
Gloves

Steel toe cap footwear

Ensure Safety Zone is established in the area of loading.

Isolate area from pedestrians and other plant equipment.

Carry out daily trailer checks prior to loading procedure as per page 16.

It is recommended a minimum of two operatives are available to carry out the task of safely loading

a coil and have had relevant training.

In most cases the coil is loaded using a certified strap correctly attached to a mechanical lifting
device —using a strap also prevents the possibility of damaging PE with unprotected fork
blades.

Ensure towing vehicle is suitable for a hitch with a 30mm towing eye and is not exceeding its

maximum towing weight for trailer and coil as per page 5.
Ensure weight of coil does not exceed maximum capacity of lifting device when fully extended.

Ensure straps/hooks used with the trailer are in good working order, certified and within service

date to safely handle the weight of the coil.
Check the lifting device can suspend the coil by a minimum of 550mm from the ground.

IMPORTANT POINTS

The trailer is designed to carry coils of PE in the size range stated and should not be used for anything else.

Ensure the following points are adhered to:

il

Do not strap ancillary equipment to the trailer. If a vent stack is installed this should be a permanent

fitting and carried out by a competent professional.

Do not stand in the trailer especially when travelling.

Do not tow the trailer if your licence does not permit you to do so - refer to up to date regulations.
Do not drive above the relevant speed limit when towing the trailer.

Observe driving conditions at all times when towing the trailer.
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5. OPERATING INSTRUCTION
5.1 Itisrecommended to connect the trailerto a

suitable vehicle for loading.

Ensure the locking pin is secured through the
eyelet on the towing hitch and the breakaway

cableis attached.

5.2 Manually apply the handbrake.

5.3 If the trailer is to be unhooked from the vehicle

the roll back test must be carried out first. This

process reverses the breaks maintaining a constant ©*

breaking force.
A banksman is needed for the roll back test.

Reverse the vehicle and trailer approximately six
inches which pushes the handbrake lever into the 12

o’clock position.

5.4 Before unhooking the trailer from the vehicle,
the jockey wheel must be lowered onto the ground
and secured in place at a height that keeps the

trailer level.

If necessary the trailer can now be unhooked from

the vehicle.
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5.5 Itis recommended to lower the prop stands
even if the trailer is to remain connected to the
vehicle. It is especially important if the trailer is
unhooked from the vehicle. The prop stands help to

stabilise the trailer during loading and dispensing.

Prop stands must be lowered down and secured

with the locking handle.

5.6 The trailer may be loaded from the side and the
coil lifted over the carousel. In this instance the rear
gate may remain shut. If the trailer is to be loaded
from the rear end the rear gate must be opened.

Open rear gate by unscrewing the locking screw
KEEPING HOLD OF THE GATE AT ALL TIMES.

5.7 Fully swing gate round to side of trailer.

If the rear gate will not stay to the side of the trailer
it may be necessary to temporarily tie the gate to
the trailer main frame.

foul the coil as itis loaded. If the coil can be loaded
over the pipe guide then the pipe guide can remain
attached to the trailer.

Remove the four swivel pins and hang them loose.
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5.9 The pipe guide should be lifted up off the bars at A !

the lifting points shown. It may be necessary to
consider a second operative to help if the weight is

considered too much for the operative.

Never stand inside the trailer when lifting the pipe

guide.

5.10 Itis advised to have a second operative help in Q

removing the drum bars to stabilise the carousel.
When removing the drum bars it is recommended
to remove them in a diagonal sequence (see fig.14)
to keep the carousel as stable and evenly balanced
as possible. At all times during the process an
operative must hold the carousel without placing

any part of the body inside the carousel.

Removing the drum bars in the numbered sequence
shown will help to avoid any sudden movement of
the carousel.

5.11 Retract the carousel locking bolt and secure to
avoid it fouling the carousel.

125mm Pipe Coil Trailer - Operating Instructions

Original Instructions - August 2020



